
Maximum trailer ratings are calculated assuming standard equipped vehicle, driver and required trailering equipment. The weight of
optional equipment, passengers and cargo will reduce the maximum trailer weight your vehicle can tow. 10 to 15% of the trailer
weight is the recommended trailer tongue load.

Automatic Transmission Ratings with Ball Hitch

Model

(LV3) 4.3L EcoTec3 V6 AFM DI VVT
Flex Fuel aluminum block

(L83) 5.3L EcoTec3 V8 AFM DI VVT
aluminum block

(L86) 6.2L EcoTec3 V8 AFM DI VVT
aluminum block

Axle Ratio Maximum Trailer
Weight

lbs. (kg)

Axle Ratio Maximum Trailer
Weight

lbs. (kg)

Axle Ratio Maximum Trailer
Weight

lbs. (kg)

CC15543 3.23 5500 (2495) 3.08 6400 (2903) 3.236 9300 (4218)

3.42 9400 (4264) 2 3.427 12000 (5443)

3.731 11100 (5035)

CK15543 3.42 7000 (3175) 3.08 6100 (2767) 3.236 9100 (4128)

3.42 9100 (4128) 5 3.427 11700 (5307)

3.731 10800 (4899)

CC15743 3.08 6300 (2858) 3.23 9300 (4218)

3.42 9300 (4218) 3 3.42 11900 (5398)

3.73 11000 (4990)

CK15743 3.08 6100 (2767) 3.236 9100 (4128)

3.42 9100 (4128) 4 3.427 11700 (5307)

3.731 10800 (4899)

CC15753 3.23 5600 (2540) 3.08 6400 (2903) 3.236 9400 (4264)

3.42 9400 (4264) 3.427 12000 (5443)

3.731 11100 (5035)

CK15753 3.42 7100 (3221) 3.08 6200 (2812) 3.236 9200 (4173)

3.42 9200 (4173) 5 3.427 11800 (5352)

3.731 10900 (4944)

CC15703 3.23 6000 (2722) 3.08 6900 (3130)

3.42 8900 (4037)

CC15903 3.23 5900 (2676) 3.08 6800 (3084)

3.42 9800 (4445)

CK15703 3.42 7600 (3447) 3.08 6600 (2994)

3.42 8600 (3901)

CK15903 3.42 7400 (3357) 3.08 6500 (2948)

3.42 9500 (4309)

GCWR For Engine/Rear Axle Ratio Combination with Automatic Transmission

Engine (GCWR) Gross Combination Weight Ratings lbs. (kg)

11000 (4990) 12000 (5443) 12800 (5806) 14000 (6350) 15000 (6804) 16700 (7575) 17700 (8029)

(LV3) 4.3L EcoTec3 3.23 3.428
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Maximum trailer ratings are calculated assuming standard equipped vehicle, driver and required trailering equipment. The weight of
optional equipment, passengers and cargo will reduce the maximum trailer weight your vehicle can tow. 10 to 15% of the trailer
weight is the recommended trailer tongue load.

GCWR For Engine/Rear Axle Ratio Combination with Automatic Transmission

Engine (GCWR) Gross Combination Weight Ratings lbs. (kg)

11000 (4990) 12000 (5443) 12800 (5806) 14000 (6350) 15000 (6804) 16700 (7575) 17700 (8029)

V6 AFM DI VVT
Flex Fuel

aluminum block

(L83) 5.3L EcoTec3
V8 AFM DI VVT

aluminum block

3.08 3.429 3.42 3.731

(L86) 6.2L EcoTec3
V8 AFM DI VVT

aluminum block

3.23 3.421

1 - Requires (NHT) Max Trailering Package.
2 - Requires (M5U) 8-speed automatic transmission and (NHT) Max Trailering Package for Maximum trailering capacity of 11,000.
3 - Requires (M5U) 8-speed automatic transmission and (NHT) Max Trailering Package for Maximum trailering capacity of 10,900.
4 - Requires (M5U) 8-speed automatic transmission and (NHT) Max Trailering Package for Maximum trailering capacity of 10,700.
5 - Requires (M5U) 8-speed automatic transmission and (NHT) Max Trailering Package for Maximum trailering capacity of 10,800.
6 - Requires (M5U) 8-speed automatic transmission.
7 - Requires (M5U) 8-speed automatic transmission and (NHT) Max Trailering Package.
8 - Requires 4WD models.
9 - With Regular Cab standard box model.
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