28 GENERAL INFORMATION

How to Use GCWRs to Determine Powertrain and Rear Axle Ratio for Trailering

Use Gross Combination Weigh! Ratings (GCWRs) o determine the engine, transmis- The GCWR Includes the lotal loaded welght of both the vehicle and traller, Any
sion, and rear axle ratio you will require 10 tow a trailer with your vehicle. Thachartbelow  available engine may be used for trailering if the GCWR shown is not exceeded, The
shows you the maximum aliowable GCWR based on all ihe available engines and rear  trailer weight can be increased by 25% if the vehicle speed will not exceed 25 mph.
axle ratios wilh automalic or manual transmissions.

GCWR Raling For Rear Axle Ratio and Engine Comblination with Automatic Transmission

GCWR Rating

Englhe 6500 | 8500 | 9000 | 9500 | 10,000 | 10,500 | 11,000 | 11,500 | 12,000 | 12,500 | 13,000 | 13,500 | 14,500 | 15,000 | 16,000 | 17,000 | 19,000
22 14Gas | 4.10
4.31. V6 Gas 308 | 323 | 342 | 373h | 490 | 456
5.0 V8 Gas _ 3.08 3.42 3.73
5.7 V8 Gas 3.08 3.42 3.73 4.10 4.56
6.5 V8 3.08 3.42 3.73 410 456 | 5.13
Turbo Diesel 4,63
3.42 3.73 410 | 456
7.4L VB Gas 4.63
5.13

Maximum GCWR for S/T modals [s 9500 lbs,
1) GGWR reduced 500 Ibs. for all $/T modals, reduced 1000 Ib. for S/T models with ZR2 suspension package. To allaln GCWR, KC4 engina oil ceoler Is required on G/K madels wilh 3.08 or 3.42 axie ratfo.

GCWR Rating Sierra (All-New Model)

Englne 10,000 11,000 12,000 13,000 14,000 15,000 16,000
4.3L L35 Qas 3.08 342 3.73

4.8L LR4 Gas 3.42 373 4.10

5.3L LM7 Gas 3.42 373 410

6.0L LQ4 Gas a73 ' 4,10

* 9.5 AG on G25 & G5Z
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PAY)

GCWR Rating For Rear Axle Ratlo and Engine Combination with Manual Transmission

Englne 5000 | 5500 | 6500 | 7000 | 7500 | 8000 | 9000 | 10,000 | 11,000 | 12,000 | 13,000 | 13,500 | 14,500 | 15,000 | 16,000 | 17,000 | 19,000
220.14Gas | 373 | 4.10 '
4.31 V6 Gas 3089 | 3429 | 3739 | 410 | 456
5.0L V8 Gas 3.08 342 | 373
5.7L VB Gas 308 | 342 | 373 4.10 4.56
6.5L VB Tur- 3.08 342 3.73 4.10 456 5.13
bo Diesel 4.63
e 3.42 3.73 4.50 | 456
7.4L V8 Gas 463
5.13
2] GOWR increased by 1000 1bs. on all S/T modsls.
To allain GCWR, KC4 engine oil cooler Is required on G/K models with 3.08 or 3.42 axla rallo.
Englne 8000 8500 2000 10,000 11,000 13,000 14,000 15,000 16,000 17,000
431 L35 Gas 3.08 3.42 373 '
4.8 LR4 Gas 342 373 410
6.0L LQ4 Gas | 373 _ 4.10

Trailering Special Packages

For towing a light trailer (up to 2000 Ibs. gross weight), the oplional rear step bumpaer is
an appropriate deadweight hilch and requires 7 7/8™dlameler hitch ball, available as an
accessory.

For fowing a medium trailer (up to 4000 Ibs. gross weight, or with a tongus weighi of 400
Ibs. or under), a 2" diameter hitch ball {also avallable as an agcessory) is required for the
Sierra's rear slep bumpear.

For towing a heavy irailer (up to 10,000 Ibs. gross weight), a weight-disiributing hiich
plaiformis required. I's included in RPO Z82-Heavy-Duly Trailering Special Package-
Note: aller you have purchased our Z82 Heavy-Duly Trailering Special Package, you
will also need to purchase from an ouiside supplier the reslof he componenis that make
up the weight distibuting hitch. They are Lhe ball mouni and ball, the equalizing arms
and snap up brackels, and the sway conirol system and all allachments. If you plan to
“filth wheel” a trailer, pleass lake special note of the following.
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There ara two lypss of pickup filth-wheel hitch installalions, The first has tha fiflh whesl
on a bar mounted on brackels altached 10 the frame and the bed of the pickup and sup-
ported by braces on the fender housings.

NOTE: Diagonal bracing beiween the brackets is required. The kingpin is mounted on
the trailer, With the second type, the kingpin is mounted in the bed of the pickup
box, and the fifth wheel is mounted on the trailer. This type of hilch is supplied
and-inslalled by the trailar manufaciurer.

Filthwheelirailers have a greater percenlage of their weight on the kingpin (tongue load)
lhan a conventional trailer, Because of his fact, grealer ailention must be given to the
maximum allowable paylead and GYWR. The maximum allowable payload and GYWR
for each applicalion should nol be exceeded. The weight of any additional equiprnent
and all passengers mus! ba subiractad from the payload weight to delermmine the avail-
able kingpin load.
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Youwill also have lo splice a wiring harness into your pickup special connector to activate
your lrailer lighls and ofher electrical syslems. A 8-wire slectrical harness is standard
on Sierra.

Other [mportant trallering Information Is avallable In the Owner's Manusal of ev-
ery Chevrolel/GMC Truick.

Chassls Cab Maximum Trailer Welght can be calculated using the following for-
mula:

Vocational Bady Welght — 500 Ibs. = X Ibs,
X Ibs, + Additlonal Options, Passengers and Cargo = Y Ibs.
Published Towing Capacity - Y = True Towing Capacity

All-New Sierra Maximum Trailer Ratings

Trallering Information

A vehicle conirol selling provides the All-New Sierra with an autornalic transmission 1-2
shift point (al approximately 22 mph) and 2-3 & 3-4 (at appropriately highar vehicle
speeds) in the tow/haul mode. This providas more power 1o gei the load moving, and
keep it movingin stop and go traffic and hilly tarain; bul generalss only the power neces-
sary for good fruck perlormance and greater fuel economy. Automalic transmission line

pressure ensures smooth, crisp transmission shifis lor heavily loadedftowing condilions
inhigh gear. The automalic transmission shill stabilization also selects the proper gear
and only shifts to a higher gear il oparaling ¢onditions determine thal the higher gear can
be maintained. (See Transmission Section for furlher explanation.) Electronic dynamic
brake proportioning makes balter use of rear brakes, improved braking perlormance,
prevenls tire squeal and reduces Iront brake wear, and provides the maximuim braking
forces at rear wheels. (See Brake Section for further explanalion.

Suspensicn Chart

(RPF?a)c?‘::;zﬂS Customer Benefits

285 Provides increased .
Handling/Traitering damping for firmer high-
way ride and improved

. mm piston diameter}
handling while trailering. |4

pliston dia.)

Same load carrying capacity springs as Z83
1500 Series-Blue color Monroe™ Shock Absorber Tubes (high pressure gas charged 36

2500 Series Black color shock absorber tubes (low pressure gas charged with 35 mm

® Heavy duly engine and transmission oil cooling capability is provided wilh internal cooling
* Wider aspeci ralion lires with greater load carrying capacily than standard Z83

Cantent Description Made! Availability

All 1500 and 2500 Series

Automatie Transmission

373 8200 373 — —

1500 2WD Reg. Cab/Ext, Cab 5000 3.73 7000

1500 4WD Reg. Cab/Ext. Cab 4500 3.73 7500 4.10 8000 4.10 — -
2500 2WD Reg. Cab/Ext. Cab - — — — 8500 4.40 10,500 410
2500 4WD Reg. Cab/Ext. Cab — — — — — — 10,000 4,10
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P Truck Forward Control Chassis Traileting Information

¢ All P 300 (42) models {Commercial) GVW = GCW
& Al P 300 (32) models (Motor Home)
— Option C3D (14,800 Ib. GVW) the GCW = 19,000 1b.
— Option C7R {16,500 Ib. GVW) and Qption L19/L29 the GCW = 21,000 Ib,
— Oplion G7R (16,500 Ib. GVW) and Opiion L65 tha GCW = 20,000 Ib.
— Oplion C7N {12,300 |b. GVW) the GCW = 19,000 Ib.
* Al P 300 (12} models (Molor Home)
— Option C7V (21,000 Ib. GVW) the GCW = 26,000 Ib.
— Option C7T (22,500 Ib. GVW) the GCW = 26,000 Ip.

Sway Conirol

Evenif your vehicle and Irailer are set up properly, youmay occasionally encounterirailar
sway. A common way to dampen minor railer oscillations and help maintain stabilily is
a sliding Iriction device developed for this purpose. Sway conirol devices are required
when {owing over 3500 Ibs. with S/T, ML modals and when lowing over 4000 lbs. with
G Van modals, and 5000 Ibs. with C/K models.

Welght Carrying Trailer Hitch

To Quality lor “Weighl Carrying Type™: GM Trucks equipped with a rear siep bumper (ex-
¢api G Van) may add a hitchball or, GM Trucks equippad with RPO Z82 trailer provisions,
special equipment, HD {or its equivalent) withoul equalizer bars and snap-up brackets
up to the trailer ratings shown below.

Product Line Maximum Rating Trailet/Tongue Weight

SIT 3500/350 ib.

ML 2000/200 Ib,

G 4000/400 |b.

G/K {Current)* 5000/500 Ib.

* Maximunm lrailer raling may be less based upon powertraln combinations. Refersnce atlached ehans.
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Welght Distributing Trailer Hiteh Platform

GM Truck producls equippad with RPO Z82 trailer provisions, special equipment, HD (or
ils aquivalent) and including equatizer bars and shap-up brackels will use 1ha irailer ral-
ings shown on charts following this section,

Fifth-Whee! Traller Hitch

Pickup and chassis cab madels can be equipped with a fifth-wheel or gooseneck traiter
hiteh. Follow the hitch manulacturer’s direclions for installation, bul note that the hilch
must be allached 1o the truck Irame. Do not use the pickup bed for additional support.
For proper kingpin tongue load distibution and control of the trailer, the hitch must be
mounted so lhe kingpin load is placed ahead of the rear axle cenlerline, Fiith-wheal trail-
er kingpin loads are higher than conventional irailer tongue loads, so pay careful alten-
lion to the ruck’s payload capacity and rear-axle weight ratings,
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C/K Pickup Maximum Trailer Ratings (Manual Transmission)

Welght Carrylng Hitch Limit: 5000 Ib. Trailer with 500 [b. Tongue Welght.
Welght Distrlbuting Hitch Requlred Over 5000 Ib, Trailer Welght

Vortec 4,31 L35 Engine Vortec 5.0L L30 Engine

Manual Transmisslon

Current C/K Model QOnly

Axle Ratio V&T;,}:Ziliesr_) NILa:;cr’o(rlmg:;e Axle Ratio Vl;aeﬁglﬁr?liéesr.) “:I.?;;;ir c(lll:gl.l)e
C 1500 Serfes Plckup 2WD 232 gggg zgg ggg gggg :25$
3.42 2500 2
K 1500 Serles Plckup 4WD 3.73 2500 250 3.73 3200 322
C 2500 Series Plckup 2WD g:i 2323 iﬁ

Current G/K Model Only

Vartec 5.7L L.31 Engine

6.5L L65 Turbo Diesel Engine

Manual Transmisslon

Vortec 7.4L L29 Engine

Axle Ratlo ‘ vﬁ"ﬁ&ﬂ'ﬁ'ﬂé‘l’.; Tosd ?Rﬂ.l.l)e Axle Ratto VI\\IneE;;I-lrlrE(‘liiLesr.) nf_a;:;g ‘ii’bi"f ‘ Axle Ratio vl\‘:la:;t:tr?llll;esr) TZ:J?;LQSU)E
3.08 5000 600
C 1500 2WD 3.42 6000 750
373 7000 850
342 5500 700 3.42 6000 750
K 1500 4WD 373 6500 800 3.73 7000 850
342 6000 750 3.42 6500 800
C 2500 2WD 373 7000 850 3.73 7500 900 373 3000 1000
410 8000 950 410 8500 1000 410 10,000 1000
< 2500 4D 373 6000 750 3.73 6500 800 373 8500 1000
410 7500 900 4.10 8000 950 410 10,000 1000
© 3500 2WD 410 7500 900 4.10 8000 950 4.10 10,000 5000
456 9000 1000 456 10,000 1000
410 7000 850 4.10 7500 900 4.10 10,000 1000
K 3500 4WD 4.56 10,000 1000
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O + » - D 0 O ' P - O B ]
Current C/K Model Only Manual Transmission
A s ) U fi = O ‘. alle . O € f Ratio O
4.63 9000 1000 4.63 10,000 1000
HD C
C 3500 HD Chassls Cab 513 10,000 1000 513 10,000 1000
4.10 7000 850 4.10 10,000 1000
C 3500 2WD Crew Cab 456 8500 1000 4.10 8000 950 456 10,000 1000
410 6500 800 410 10,000 1000
3500 4WD Crew C 1

K 3500 4WD Crew Cab 4.56 8000 950 4.10 7500 900 456 10,000 1000

* Max lrailer weighl Is calculaled assuming lhe driver and ona passenger are in lhe tow vehleld and il has all required trailering equipment.
Tha walght of addilonal optional equipmant, passengers and cargo In the tow vehicle must ke sublracted from the max traller waigh.
Above 2000 [b. trailer raling, englne oil coalar (KC4) ks required on modals wilh gas englne and 3.08 or 3.42 axla ratho.
Englne il cooler Is standard on all ather models.
Above 5000 b, Irailer raling, heavy duly or gas shock absorbars {F51/FG5) are required on C 1500 models, and heavy duly shock absorbers or off-road chassls package (F51/Z271) is required an K 1500 modals.
8-Wira lrailer wiring hamess s slandard on all G/K pickup models.
Z82 Heavy duly Irailering equipment package Includes walght distribuling hilch ptaiform, englne oil cooler and heavy duty shock absorbers (where required).

C/K Pickup Maximum Trailer Ratings (Automatic Transmission)

Welght Carrying Hitch Limit: 5000 Ib. Traller with 500 Ib. Tongue Welght
Welght Distributing Hitch Required Over 5000 Ib. Trailer Welght

Vortec 4.3L L35 Engine | Vortec 5.0L L0 Engine
Current C/K Model Only — - . Automatlc Transmisslon -
ax Traller ax Tongue . Max Traller ax Tongue
Axle Ratio ‘ Weight (Ibs.) ‘ Load (Ibs.) Axle Ratio ‘ Weight (Ibs.) ‘ Load (Ihs.)
3.08 4000 500 3.08 4500 550
C 1500 Serles Pickup 2WD 3.42 5000 600 3.42 5500 700
3.73 6500 800
3.42 5000 600
1 Serjes Pickup AWD
K 1500 Series Plckip 373 5000 600 373 6000 750
3.42 00
C 2500 Serles Plckup 2WD 55 700
3.73 6500 800
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Vortec 5.7L L31 Engine | 6.5L L56/L65 Turbo Diesel Engine | Vortec 7.4L L29 Engine
o K e Oy
Axle Ratio | i iibe) | Load (na) | Ao Ratlo | oy | Losd ey | Axie Ratio | grax faller, | Hax foldue
3.08 5000 600
C 1500 2WD 3.42 6000 750
373 7000 850
3.42 5500 700 3.42 6000 750
K 1500 4WD 373 6500 800 373 7000 850
3.42 6000 750 342 6500 800
C 2500 2WD .73 7000 850 373 7500 900 373 9000 1000
4.10 8000 950 4.10 8500 1000 410 10,000 1000
373 6000 750 373 6500 800 373 8500 1000
K 2500 aWD 4.10 7500 800 4.10 8000 950 410 10,000 1000
410 7500 900 4.10 8000 950 410 10,000 1000
C 3500 2WD 456 9000 1000 4.56 10,000 1000
4.10 7000 850 410 7500 900 4.10 10,000 1000
K 3600 4WD 4.56 10,000 1000
463 9000 1000 463 10,000 1000
C 3500 HD Chassls Cab 5.13 10,000 1000 5.13 10,000 1000
410 7000 850 4.10 8000 950 4.10 10,000 1000
C 3500 2WD Crew Cab 456 8500 1000 4.56 10,000 1000
K 3500 WD Graw GCab 4.10 6500 800 4.10 10,000 1000
456 8000 950 4.10 7500 900 456 10,000 1000

Max trailer welght Is caleulated assuming the driver and one passenger are in the low vehicle and it has all requlred lrallaring equipment.

The weight of addillonal opllonal equipmen!, passengers and cargo In the tow vehicla musl be sublracted from the max trailer wakght.

Transmisslon oll cooler Is standard. Additienal alr-lo-oll cooler (KNP) Is slandard on 8600 (or more) Ib. QYWR models and available on all olher modals.

Abave 2000 1b. trailer raling, engine oif cooler (KG4) ie requirad on models with gas englne and 3.08 or 3.42 axle rallo.

E£ngine oll cooler Is standard on all ether models.

Above 5000 lb. trailer raling, heavy duly or gas shock absorbers {F51/FGS5) are required on C 1500 models, and heavy duly shock absorbars or off-road chassis package (F51/271) is required on K 1500 models.
8-Wire trailar wiring harness Is standard on all C/K pickup models.

282 Heavy duly trailering equlpment packaga includes welght dislribuling hitch platfenm, engine oil cooler and heavy duly shock absorbers (where raquired).
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C/K Pickup Maximum Trailer Ratings (5th Wheel Hitch)

Vortec 5.0L L30 Engine
Current C/K Madel Only Automatic Transmlission
Axle Ratio Max Trailer Weight (Ibs.) Max Kingpin Load {lbs.)
3.42 5500 1200
C 1500 Serles Pickup 2WD 373 5500 1200
K 1500 Series Pickup AWD 342 5000 1000
3.73 6000 1000
3.42 5500 2000
C 2500 Serles Plckup 2WD 373 6500 2000
orte : 0 Diesel Eng ho Diesel Engine ortec 7.4 g
Current C/K Auto or Manual Transmlsslon Manual Transmlsslon Auto Transmission Auto or Manual Transmission
Maodel Only ] ] . ax Tta . A ] . ax Tra ]
Hatio -0 d 2 0 - 03 h Ratio °1d 0 » R 0 - O
342 6000 1200
C 1500 2wD 3.73 7000 1200 B
3.42 5500 1000
K 1500 4WD 373 6500 1000
C 2500 2WD 3.42 6000 2000 342 5500 1600 3.42 6500 1600
72001b. GVWR | 373 7000 2000 3.73 6500 1600 3.73 7500 1600
C 2500 2WD 373 6500 3000 3.73 6000 2500 3.73 7000 2500 3.73 9000 2500
8600 1b. GVWR | 4.10 8000 3000 4.10 7500 2500 4.10 8500 2500 4.10 11,000 2500
K 2500 2WD 3.73 6000 2500 3.73 5500 2000 3.73 6500 2000 3.73 8500 2000
8600 Ib. GYWR 4.10 7500 2500 4.10 7000 2000 4.10 8000 2000 410 10,500 2000
C 3500 2WD 4.10 7500 3000 4.10 7000 3000 4.1 0_ 8000 3000 4.10 10,500 3000 N
4.56 9000 3000 4.56 12,500 3000
4,10 7000 3000 4.10 6500 3000 4.10 7500 3000 410 10,000 3000
K 3500 4WD
4.56 12,000 3000
C 3500 HD 4.63 8000 4000 4.63 9000 4000 4.63 12,000 4000
Chassls Cab 5.13 9000 4000 513 | 10,000 4000 513 | 12,000 4000 |
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. 6.5L L56/L65 6.5L L56/L.65
Vortec 5.7L L31 Engine ) Turbo Dieset Engine ‘ Turbo Diesel Engine ‘ Vortec 7.4L L28 Engine

Current C/K Auto or Manual Transmisslon Manual Transmlisslon Auto Transmlisslon Auto or Manual Transmisslon

Model Only 1 .
Axle M:;(e}"rahitler Max Kingpin | Axle Me‘:;(e'll're}l]ltler Max Kingpin | Axle ME"’:J”::{ET Max Kingpin | Axle M%‘Jrﬂ:er Max Kingpin
Ratio (Ibg) Load (Ibs.) | Ratio (Ibg) Load (ths.) | Ratio (Ibg) Load (Ibs.) | Ratio (Ibsg) Load {Ibs.)
C 3500 4.10 7000 3000 4.10 10,500 3000
Crew Cab 4.56 8500 3000 4.10 7000 3000 4.10 8000 3000 4.56 12,500 3000
K 3500 4.10 6500 3000 410 10,000 3000
Crew Cab 456 8000 3000 4.10 6500 3000 410 7500 3000 4.56 12,000 3000

Max lrailer welghl is caleulated assuming the driver and one passenger are in the low vehicle and il has all required trallering equipmenl.

The welght of additional optlonal equipment, passengers and cargo In the low vehicle must be subtracted from Lhe max {railar walghtl.

Kingpin weight cannol exceed available payload. Subtract vehicle welghl plus passengers and cargo from the GVWR lo delammine available payload.
C/K 1500 model raling may be limitad by Insufficlent payload for kingpln welght.

Transmisskon oil eooler is standard equipment on all automatic Iransmisslon models.

Additional air-do-oil conler (KNP} la standard on 8600 lb, (or more) GVWR models, and availabla on all olher modals.

Engine oil coolar (KC4) Is requirad on all models wilh gas engine and 3.42 axie ratio.

Englne cooler is standard on all olher modals,

C/K Utility Maximum Trailer Ratings

Welght Carrying Hitch Limit: 5000 Ib. Traller with 500 Ib. Tongue Welght
Welght Disttlbuting Hitch Requlred Qver 5000 |b, Traller Welght

0 b 6/L0b oD +
Current C/K Auto or Manual Transmilsslon
Model Only Axle . . o o A , o
R 0 eig 0a b Ratio 0 oad
3.08 5000 600
C 1500 Serles 2WD 3.42 6000 750
3.73 7000 850
342 5500 700 342 6000 750
K 1500 Serles 4WD 373 6500 800 3.73 7000 850
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Suburban Maximum Trailer Ratings

Welght Carrying Hitch Limit: 5000 Ib, Trailer with 500 Ib. Tongue Welght
Welght Distributing Hitch Required Qver 5000 Ib. Traller Welght

Vortec 5.7L L31 Engine | 6.5L L56/L65 Turbo Diesel Engine Vortec 7.4L L29 Engine
Current C/K Auto or Manual Transmission Auto or Manuzl Transmisslon Auto or Manual Transmlssion
Model Only Axle Max Trailer Max Tongue Axle Max Trailer Max Tongue Axte Max Trailer Max Tongue
Ratio Weight (Ibs.) Load (Ibs.) Ratio Weight (ths.) Load (Ibs.) Ratlo Weight (Ibs.) Load (Ibs.)
C 1500 2WD 342 5500 700 342 5500 700
373 6500 800
K 1500 4WD 342 5000 600 342 5000 600
373 6000 750
373 6000 750 an 6500 800 3.73 8500 1000
C 2500 2WD ]
410 7500 900 4.10 8000 950 410 10,000 1000
3.73 6000 750 3.73 8000 950
K 2500 4WD
4.10 7000 850 4.10 7500 900 4.10 10,000 1000

Max trailer wekght Is calculated assuming the driver and one passenger are In the low vehlcle and it has all required trallering equipmeni.

Tha welght of addillonal eptlonal equipment, passengers and cargo in the low vehicle must be sublracted frorm Lhe max traiter walghl.

Transmission oil caolér is slandard equipmenl. Additional alr-to-oil cooler (KNP) Is slandard an 8600 Ib. GYWR modals and available on all olher models.
Abave 2000 Ib. traller rating, engine oil codler (KC4) 1s requirad on madels with gas englne and 3.08 or 3.42 axla ratlo.

Engine oll cooler Is slandard on all olher modals.

8-Wire trailer wiring hamess Is slandard on all models.

Z82 Heavy duly lrailering equipment package Includas welght distribuling hitch platferm and engine oil coolar {where required).
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S/T Pickup Maximum Trailer Ratings '

Weldht Carrying Hitch Limit: 2000 Ib. Traller with 200 Ib. Tongue Welght
Weight Distributing Hitch Required Qver 2000 Ib, Traller Welght

2.2L LN2 Engine | Vortec 4.3L L35/LF6 Engine |

Auto or Manual Transmisslon Automatic Transmisslon

Vortec 4.3L L35/LF6 Engine

Manual Transmisslon

Axle Max Trailer Max Tongue Axle Max Trailer Max Tongue Axle Max Trailer Max Tongue
Ratio Weight (Ibs.) Load (lbs.) Ratio Weight (Ibs.) Load (Ibs.) Ratio Weight (Ibs.) Load {lbs.)
.73 2000
2WD S Plckup 410 2000 200 342 5500 650
3.08 4500 550 3.08 3500 450
4WD T Plckup 3.42 5500 650 342 4000 500
3.73 5500 650 3.73 4500 550

Max trailar weight reduced 600 (b, on 4WD models wilh exlended cab.

NOTE: No wiring hamess i$ available on all S/T pickup models.

/T Utility Maximum Trailer Ratings

Welght Carrylng Hitch Limit: 2000 Ib. Traller with 200 Ib, Tongue Welght
Welght Distributing Hitch Required Over 2000 Ib. Traller Welght

Vortec 4.3L L35 Engine | Vortec 4.3L L35 Engine

Automatic Transmisslon Manual Transimlsslon

. Max Traller Max Tongue Max Trailer Max Tongue
Axie Ratio ‘ Welght (Ibs.) Load {Ibs.) ’ Axle Ratio ‘ Weight (Ibs.) ‘ Load (Ibs.)

S Utilly 2WD 3.08 4500 550
3.42 5500 650 242 4000 500
3.08 4000 500

T Utllity 4WD 3.42 5000 6§00 3.42 3500 450
3.73 5000 600 3.73 4000 500

Max tralfer welght Is calculated assuming the driver and ong passenger are In the low vehlele and it has all required {railering equipment.
The waighl of addilional oplional equipmenl, passengers and cargo in the low vehicle must be sublracted from Lhe max traller welght.
282 Heavy duly trailering equlpment packags includes weight dislributing hitch plalform and 8-wlire traiter wiring hamess,

Some modals when leaded with driver, passenger and max longue load may exceed the rlnimum GVW raling for that modal.
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M/L Van Weight Distributing Hitch Trailering Chart

Welght Carrylng Hitch Limlt: 2000 ib. Traller with 200 Ib. Tongue Welght
Welght Distributing Hitch Required Qver 2000 Ib. Traller Welght

Automatic Transmission

3.23 4500 550
M Van 2WD 342 5000 600
373 5500 650
3.42 4500 550
L. Van AWD 3.73 5000 600

Max traiter weight is calculated assuming the driver and one passenger are in the tow vehicle and it has all required Irallering aquipment.
The waight of addilional opllonal equipmenl, passengers and cargo In the tow vehlcle musl be sublracled from 1he max [railer waighl.
282 Heavy duly Irailering equipmenl packaga includes welghl dislribuing hiich platform and B-wire traller wiring hamess.

' G Van Maximum Traifer Ratings

Welght Carrylng Hitch LImit: 4000 Ib. Traller with 400 [b. Tongue Welght
Weight Distrlbuting Hitch Required Qver 4000 Ib. Traller Welght

ottec 4 e otte 0 ) g
Auto or Manual Transmisslon
- O E [ C v 3
f 0 A g 0
e ) O () 1) 0ad )
6 1500 3.42 4000 500 342 5000 600
3.73 4500 550
G 2500 342 4000 500 3.42 5000 600
4,10 5000 500
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Vortee 5.7L L31 Engline | 6.5L L56/L65 Turbo Diesel Diesel | Vortec 7.4L L29 Engine

Auto or Manual Transmisslon

axte Ratio | it Wivey | 'Lond (bey | AxeRatio | gl B | Lond iy | Axle Ratio \uﬁ”eﬂé.ﬂ“'z‘.’éif) Losd iy
3.42 5500 700 '
G 1500 3.73 6500 800
3.42 5500 700 373 6500 800
G 2500 3.73 5500 700 4.10 8000 950
4,10 7000 850
3.73 5500 700 373 6000 750 3.42 6500 800
G 3500 410 7000 850 410 7500 900 3.73 8000 950
4.10 10,000 1000

Max railer weight [s calculaled assuming the driver and one passenger ara in the low vahicle and il has all required Lrailering equipmenl.
The welght of addillonal oplional equipment, passengers and cargo in the tow vehlele musl be subtracted from lhe max trailsr welght.
Base cooling syslern for each powerlraln includes all contenl required Lo aflain rax fradder raling. No optional cooling equipmient avaitable.

282 Heavy duty trallering equipment package includes weighl disidbuling hitch platform and 8-wire trailer wiring hamess.
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GENERAL INFORMATION 47

LIGHT DUTY 10/1500 - 30/3500 SERIES MODEL IDENTIFICATION SYSTEM

The designation consists of 7 characters, two letters followed by five numbars. The firsi lellerindicates the selling division and second idenlilies ihs chassis type. The lirst number
designates the GVWR range, the second and third identily the cab-fo-axle dimension (CA) or model type, and the last two idenlify the cab or body style.

For example:

1. Selling Dlvisiond
T - GMC Truck 05
C - Chevrolel Truck 05
2. Chassls Type
¢ ~ Pickup 4 x 2 (Two-Whesl Drive) 05
G ~ Van, Cargo/Passenger, Savana 06
K ~ Pickup 4 x 4 (Four-Wheel Drive)
L - Mid-Size Van (AWD) 07
Astro/Satari
M -~ Mid-Size Van (4 x 2) 07
AstrofSafari 08
P - Forward Control 4 x 2
(Conventional) 08
S -~ 4x2 (Two-Wheel Drive)
510 Pickup/Sonoma Jimmy/
Blazar 09
T = 4 x4 (Four-Wheal Drive) 510
Pickup/Sonoma Jimmy/Blazer
3. Serles/GVWR Range 10
1 = 3400 to 7300
2 - 6400 to 8600
3 - 7400 to 16,000 1
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T K 1 07 03
Salling Di\.fision—-—————I |

1.
2. Chassis Type
3. GVWR Rangs
4. CA Dimension/Model Type
5. Cab or Body Style
4. Model Type/CA DImensions 14 - Chassis Cab 84" (C/K}) 5. Cab or Bady Type
- Blazer/Jimmy (S/T Utilily) Forward Cor;lrc;I!ComTermal & 03 - Pickup Conventional Cab
- Tahos/Yukon ?g%tg)mé’r:';ﬁy_aa n1 2?2'(;5;\;?9 ss/ (ST, CIK) G-Cutaway Van,
(C/K 2-Door Utility) Savana (G Van) Savana Special
; 05 - Astro/Safari/Savana
- E‘r’]“"’a.’d 100'?'{;’ G‘;,”;""e’c'a' 15 - Culaway/Savana Spedal 80" C;;vl; Vai" vana Gargo
assis 110" WB (P30) Commercial Recreational {G Van) 06 ~ (4-Door) Suburban
- Series/Sonoma Pickup 39" - (4 '
(S/T 6.1° Cargo Box) P 17 - Express and Chevy Van/Savana Yukon/Tahoe, Blazer/Jimmy
CIK Pickup/Siema 42" GA (G Van) Asiro/Express Passengar Van
B , 18 ~ Chassis Cab 108" (C/K) Cul- 16 - (o .
{G/K 6.5" Cargo Box) away/Savana Special 100" 6 s/u&ont}r]}aﬂcﬂmylmazer,
— Tahoe/Yukon {4-Door Ulilily) Gommerdial & RV (G Van) 22 - RV Cul S c
— S Series Pickup Box/Sonoma Forward Control Commercial & = Ulaway/Savana Camper
47" (SIT7.4' Gg,go Box) Motorhome-170" WB (P30) gﬂg‘;‘:'sig“;":%d g‘;mfd
I 8} O
Commeicial-125" WB Commercial & RV {G Van) For- 42 - Forward Control Chassis
~ Suburban (C/K 4-Door) ward Control Motor Home-190 Commercial
C/K Pickup/Siera 56" CA WB (P30) 43 - Crew Cab (C/K Models)
(CG/K 8.0' Gargo Box) 20 ~ Forward Controf Motorhome 53 - Exiended Cab
C/K Chassis-Cab 56" CA 208" wWB (SIT, C/K Models)
— Chassis-Cab 60" (G/K) Astro/ 21 ~ Forward Conlrol Motorhome
Satari {M/L Van) Forward Con- 228" wB
trol Cornmercial-133" WB (P30) §7 - Silverado/Sierra Pickup
- Motorhome Chassis-137".WB 42" CA, 6.5' Gargo Box
(P30) 58 ~ Silverado/Sierra Pickup

56" CA, 8.0’ Cargo Box




