2001 Gross Combination Weight Ratings

C/K Truck
Rear Axle Ratio with Automatic Transmission

Engine 9000 9500 10000 11000 12000 13000 14000 ‘16000 17000 19000 20000 22000

4.3l V6 Gas L35 3.08 3.42 3.73 ‘

4.8L V8 Gas LR4 3.42 3.73 4.10

5.3L V8 Gas LM7 3.42 3.73 4.10

6.0L. V8 Gas LQ4 3.73  4.10(1) :

8.1L V8 Gas L18 3.73 410 3.73(2) 4.10(2)

6.6L V8 Turbo Diesel LB7 3.73
Rear Axle Ratio with Manual Transmission

Engine 8000 8500 9000 10000 11000 14000 16000 22000

4.3L V6 Gas L35 3.08 3.42 3.73

4.8 V8 Gas LR4 342 373 410

6.0L V8 Gas LQ4 3.73 410

8.1L.V8 Gas L18 410

6.6L V8 Turbo Diesel LB7 3.73

Notes:;

(1) GCWR limited to 14000 Ibs on K15 modsls {axcepl K15743) and on CK25906 with Z83 Suspension
(2) 25HD/35/36 Serles with M74 Transmission




2001 Maximum Trailer Ratings
C/K 15/25 Series Light Duty Pickup Models

5th Wheel or Gooseneck Trailer Ratings
Automatic Transmission Ratings (Automatic or Manual Transmission with 6.0L Engine)

4.BL V8 Gas 5.3L V& Gas 6.0L V8 Gas
Mode! Axle Ratio Max Trailer| Axle Ratio Max Trailer| Axle Ratio Max Trailer %
C15703 3.42 6600 3.42 7600 i
. 3.73 7600 3.73 8600
C15753 3.42 6300 3.42 7300 m
3.73 7300 3.73 8300
C15743 3.73 8300
4.10 10300
C15903 342 6500 3.42 7500
3.73 7500 3.73 8500
C15953 3.42 6100 3.42 7100
3.73 7100 3.73 8100
C25903 3.73 8800
8CBP ] 4.10 10800
K15703 3.73 7300 3.73 8300
410 8300 4,10 9300
K15753 - 373 7000 3.73 8000
4.10 8000 4,10 9000
K15753 3.73 8700
&Y91 4.10 8700
K15743 3.73 8000
4.10 10000
K15903 3.73 7200 3.73 8200
_ 4.10 8200 4.10 9200
K15953 373 6800 3.73 7800
4.10 7800 4.10 8800
K25753 3.73 8300
&C6P 4,10 10300
Notes;

Trailer ralings aie calculaled assuming a slandard equippeé vehicle plus driver. Oplional equipmenl, passengers o cargo will reduce lrailering capacity.

C/K 15 medals with 4.3L engine are nol rated lo low 5th whee! lrailers.

C/K 15 medels with 4.8L engine require aulomalic fransmission 1o low 5ih wheel lrailers.

CIK15 modals require 285 Increased Capacity, ZX3 Manual Select Damping or Z71 Off Read Suspension Package Lo tow 5th whee! frailars.

Trailer kingpin weight should te 15 to 25% of lotal loaded irailer weight (up lo 1500 Ibs on C/K15 models and 2500 Ibs on C/K 25 models).

Addition of trailer kingpin weight cannol cause vehicle weighls to exceed Rear Gross Axle Weighl Raling {RGA'WR) or Gross Vehicle Waeighl Rating (GVWR).

Sth Whea! Hilch is avaitable as a dealar inslalled accossory.




2001 Maximum Trailer Ratings
C/K 25HD/35 Series Heavy Duty Pickup Models

5th Wheel or Gooseneck Trailer Ratings

Automatic or Manual Transmission Ratings t ‘
6.0L VB Gas 6.1L V8 Gas 6.6L V8 Turbo Diesel

Model Axle Ratlo Max Trailer] Axle Ratio Max Trailer| Axle Ratio Max Trailer
C25753 4.10 10400 3.73 13800 /3.73 15700
4.10 15800
C25743 410 10200 373 13500 3.73 15400
4.10 15500
C25903 4.10 10500 3.73 13900 3.73 15800
4.10 15900
C25953 4.10 10200 3.73 13600 3.73 15400
4.10 15600
C25943 4.10 10000 3.73 13400 3.73 15200
4.10 15400
C35903 410 10100 4.10 15700 3.73 15600
C35953 4,10 9800 4.10 15400 3.73 15200
C35943 4.10 9500 4.10 15200 3.73 15000
K25753 4.10 10200 3.73 13500 3.73 15300
4.10 15500
K25743 4.10 9900 3.73 13100 3.73 15100
' 4.10 15100
K25903 4.10 10300 373 13700 3.73 15500
4.10 15700
K25953 4.10 9900 3.73 13300 3.73 15100
410 15300
K25943 4.10 9700 3.73 13100 3.73 14900
410 15100
K35903 4.10 9800 4.10 15500 3.73 15300
K35953 4.10 9400 4,10 15100 3.73 14900
K35943 4.10 9200 4,10 14900 3.73 14700

Notes:

Traiter ralings are calculaled assuming a slandard squipped vehicle plus driver, Oplional equipment, passengers or cargo will reduce lrailening capacity.
Trailar kingpin weight should ba 15 to 25% of lotal loaded lrailer \;\faigh! {up to 2500 Ibs on CfK 25HD models and up to 3500 Ibs on CiK 35 models).

Addition of trailer kingpin waight cannot cause vehida waighls to exceed Rear Gross Axte Weighl Rating (RGAWR) or Gross Vehicle Weight Rating {(GVWR).
L18 engine and 3.73 axla ratio available only with aulomalic bansmission.

51h Wheal Hilch is available as a dealer installed accessory.




C/K 15/25 Series Light Duty Pickup Models

2001 Maximum Trailer Ratings

Weight Carrying Hitch Limit: 5000 Ib Trailer with 600 [b Tongue Weight

Weight Distributing Hitch & Sway Control Required over 5000 Ib Trailer Weight

Automatic Transmlission Ratings

4.3L V6 Gas 4.8L V8 Gas 5.3L V8 Gas 6.0L V8 Gas
Madel Axle Ratio Max Trailer| Axle Ratio Max Trailer| Axle Ratio Max Trailer| Axle Ratio Max Traller
C15703 3.08 4700 3.42 6600 3.42 7600
3.42 5200 .73 7600 373 8600
C15753 3.42 4900 3.42 6300 3.42 7300
3.73 53900 3.73 7300 3.73 8300
C15743 .73 8300
4.10 10300
C15903 3.08 4600 3.42 6500 3.42 7500
3.42 5100 3.73 7500 3.73 8500
C15953 3.42 6100 3.42 7100
3.73 7100 3.73 8100
C25903 3.73 8800
&C5F/CBP 4.10 10800
K15703 3.42 4900 3,73 7300 .73 8300
3.73 5400 4.10 8300 4.10 9300
K15753 373 7000 3.73 8000
410 8000 4.10 9000
K15753 3.73 8700
3Y91
K15743 3.73 8000
4,10 10000
K15803 3.42 4800 3.73 7200 3.73 8200
3.73 5300 4.10 8200 4.10 9200
15953 3.73 6800 3.73 7800
4.10 7800 4.10 8800
K25753 3.73 8300
&C6P 4.10 10300
Notes:

Traler rabings are calculaled assuming a standard equipped vehicle plus dnver. Oplional equipment, passengers or cargo will reduce trailering capacity.
CK15 modeis ara limited to 5000 Ib trarter rating unless equipped with 285 Increased Capacity or ZX3 Manuat Select Damping or Z71 G Read Suspension Package.
Trailer langue weighl should ba 10 to 15% of {olal loaded trailar waight (up to 1000 tus on CIK15 medels and up to 1500 Lbs on C/K25 models).
Additon of liatler longue weighl canncl cause vehicls weights fo excaed Rear Gross Axls Weight Rating (RGAWR) or Gross Vahicle Weight Rating (GVWR).

782 Hoavy Duly Trailering Equipment Package includes traiter hitch platorm, traiter eleclical eenneclor, traiter brake conlrol harness and suspension upgrade if necassary
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2001 Maximum Trailer Ratings
C/K 15/25 Series Light Duty Pickup Models

Weight Carrying Hitch Limit: 5000 b Traiter with 600 Ib Tongue Weight
Weight Distributing Hitch & Sway Control Required over 5000 Ib Trailer Weight

Manual Transmisslon Ratings

= rr———

4.3L V8 Gas 4.8L V8 Gas 6.0L V8 Gas
Model Axle Ratio Max Trailer] Axle Ratio Max Traller, Axle Ratio Max Trailer g
C15703 * 3.08 3700 3.42 4600 U‘A
3.42 4200 3.73 5600
C15753 3.42 3900 3.42 4300 l~‘ ' TCH
3.73 5300 _
C15903 3.08 3600 3.42 4500
3.42 4100 3.73 5500
C15953 3.42 4100 MAMU AL
3.73 5100
25903 3.73 8800 ’rRA Nsm [SS[M
&C6P _ 4,10 10800
K15703 3.42 3900 3.73 5300
3.73 4400 4.10 6300
K15753 3.73 5000
. 4.10) 6000
K15903 3.42 3800 3.73 5200
3.73 4300 4.10 6200
K15953 3.73 4800
4.10 5800
K25753 3.73 8300
SC6P 4.10 10300
Notes;

Trailer ralings are calculated assuming a standard equipped vehicle plus driver. Oplional equipmeni, passengars or cargo wifl reduce lrailering capacity.

CrK15 models are limited to 5000 Ib [railef rating unless equipped with Z85 Increased Capacity or ZX3 Manual Select Dampirg or Z71 Off Road Suspansion Package.
Trailer longue weight should be 10 to 15% of tolal loaded Lraifer weighl (up o 1000 [os on CK15 medels and up (o 1500 s on CK25 mode's).

Addition of trailert longue weight cannel cause vehicte weighls lo exceed Rear Gross Axle Waighl Raling (RGAWR) or Gross Vehicle Weighl Rating (GYWR).

ZB2 Heavy Duty Trailering Equipmen| Package includes trailer hiich platform, trailer efectrical connector ard trailer braka conlrol harness.




2001 Maximum Trailer Ratings
C/K 25HD/35 Series Heavy Duty Pickup Models

Weight Carrying Hitch Limit: 7500 Ib Trailer with 1000 Ib Tongue Weight
Weight Distributing Hitch & Sway Control Required over 7500 |b Trailer Weight

Automatic or Manual Transmission Ratings

e — e -

6.0L V8 Gas 8.1L V8 Gas 6.6L V8 Turbo Diesel

Mode! Axle Ratio Max Trailer| Axle Ratio Max Trailer| Axle Ratio Max Trailer w'A(

C25753 410 10400 3.73 12000 3.73 12000
4.10 12000

C25743 4.10 10200 .73 12000 3.73 12000 lfcu
4.10 12000

C25903 4.10 10500 373 12000 3.73 12000
4.10 12000

C25953 4.10 10200 3.73 12000 3.73 12000
4.10 12000

C25943 4.10 10000 3.73 12000 3.73 12000
4.10 12000

C35903 4.10 10100 4.10 12000 3.73 12000

C35953 4.10 9800 410 12000 3.73 12000

C35943 4.10 9500 4.10 12000 3.73 12000

K25753 410 10200 3.73 12000 3.73 12000
4.10 12000

K25743 4.10 9900 3.73 12000 3.73 12000
4.10 12000

K25903 4.10 10300 3.73 12000 373 12000
4.10 12000

K25953 410 9800 3.73 12000 3.73 12000
4.10 12000 '

K25943 4,10 9700 3.73 12000 3.73 12000
4.10 12000

K35903 4.10 9800 4.10 12000 3.73 12000

K35953 4.10 9400 4.10 12000 373 12000

K35943 4.10 9200 4.10 12000 3.73 12000

Notes:

Trailer ralings ase calculaled assuming a slandard equipped vehicle plus driver. Optional equipment, passengars or cargo will reduce trailering capacity.

Traiter tongue weight should be 10 lo 15% of total loaded Irailer weighl {up to 1500 Ibs).

Addition of lrailer {ongue waight cannot cause vehida weights lo exceed Rear Gross Axle Weight Rating {RGAWR) or Gross Vehicle Weighl Rating (GVYWR).

L18 engine and 3.73 axle ratwo avaliable only with automalic transmission,

Z82 Heavy Duty Trailering Equipmant Package inciudes traiter hitch platfarm, trailer aleclrical connector, lrailer braka conleol hamess and suspension upgrade il necessary




2001 Maximum Trailer Ratings
C/K Utility Models

Weight Carrying Hitch Limit: 5000 Ib Trailer with 600 Ib Tongue Weight
Weight Distributing Hitch & Sway Control Required over 5000 Ib Trailer Weight

Automatic Transmisslon Ratings

4.8L V8 Gas 5.3L VB Gas 6.0L VB Gas 8.1L V8 Gas
Model Axle Ratio Max Trailer| Axle Ratio Max Trailér| Axle Ratio Max Trailer| Axle Ratio Max Traller
C15706 . 3.42 5900 3.42 6900
3.73 6900 3.73 7900
C15706 . 373 7700
&7Z75
C15906 3.73 7800
4.10 8800
K15706 3.73 6700 3.73 7700
4.10 7700 4.10 8700
K15706 3.73 8500
&Y91 or Z75
K15906 ' 3.73 7600
4.10 8600
K15906 3.73 8400
&Y31i
C25906 3.73 8300 373 10900
4.10 10300 4,10 12000
K25906 3.73 8000 3.73 10500
4.10 10000 410 - 12000
Notes:

Trailer ratings are calculated assuming a standard equipped vehicle plus driver. Gplional equipment, passengers or cargo will reduce trailer rating,

C/K25 models with 283 Suspension Package and either 3.73 or 4,10 axle ratio are Iimited to the 3.73 ratings shown above.

Trailer tongue weight should be 10 to 15% of total loaded trailer weight (up to 1000 lbs on C/K15 models and up to 1500 Ibs on C/K25 models).

Addition of trailer tongue weight cannot cause vehicle weights to exceed Rear Gross Axe Weight Rating (RGAWR) or Grass Vehicle Weigit Raling (GVWRY).
Z82 Heavy Duly Trailering Equipmant Package includes trailer hitch platform, trailer electrical connector and traifer brake control hamess.




2001 Maximum Trailer Ratings

S/T Pickup Models
Weight Carrying Hitch Limit: 3500 ib Trailer with 350 Ib Tongue Weight
Weight Distributing Hitch & Sway Control Required over 3500 ib Trailer Weight

Manual Trans Ratings

Auto Trans Ratings  ~

Manual Trans Ratings

" m————

Auto Trans Ratings

- |2.2L L4 Gas 2.2L L4 Gas 4.3L V6 Gas 4.3L V6 Gas
Model Axle Ratio Max Trailer| Axle Ratio Max Trailer | Axle Ratio Max Trailer| Axle Ratio Max Trailer
510603 3.73 1800 4.10 3200 3.08 4000 3.08 5000
3.42 6000
510653 4.10 2100 4.10 3000 3.08 3800 3.08 4800
3.42 5800
510803 3.73 1700 4.10 3100 3.08 3900 3.08 4800
4.10 2200 3.42 5900
T10603 3.42 4200 3.42 5700
3.73 5700
T10653 342 4000 342 5500
3.73 5500
T10653 & ZR2 3.73 4400 3.73 4900
T10643 3.42 5200
3.73 5200
Notes;

Teailer ratings are calculated assuming a slandatd equipped vahicle plus driver. Oplional equipmanl, passengers or cargo will reduce ailering capadcity.
Traiter longue weight should be 10 to 15% of klal loaded lrailer weight {up to 750 Ibs).
Addition of Irailer fongue weighl cannol cause vehicle weights lo exceed Rear Gross Axfe Weight Raling (RGAWR) or Gross Vehicle Weighl Raling {GYWR).

Base cooling system includes all content required to atain max railer raling. No oplional cooling equipmenl avaitable.
Chevrolet Xlroeme GCWR Fmiled lo GVWR; lrailer rating = 804 Ibs.




2001 Maximum Trailer Ratings

S/T Utility Models
Weight Carrying Hitch Limit: 3500 Ib Trailer with 350 Ib Tongue Weight
Weight Distributing Hitch & Sway Control Required over 3500 Ib Trailer Weight

Auto Trans Ratlngs Manual Trans Ratings -
4.3L V6 Gas 4.3L V6 Gas
Model ' Axle Ratlo Max Trailer| Axle Ratio Max Trailer
510516 3.08 4700 3.42 4200
3.42 5700
510506 3.08 4500
3.42 5500
T10516 3.08 4400 3.42 3900
342 5400
3.73 5400
T10516 & ZR2 3.73 4800 3.73 4300
T10506 3.08 4200 3.42 3700
’ 3.42 5200
3.73 5200
T10506 3.42 5100
8270 3.73 5100

Notes:

Trailer ratings are calculated assuming a slandard equipped vehicle plus driver. Cplional equipmenl, passengers or cargo will reduce lraitering capacity.
Trailar tongue weight should be 1Q lo 15% of total loaded tratler weight (up lo 750 Ibs}.

Addition of trailer fongue weight ¢annol cause vehicle weighls to exceed Rear Gross Axle Weighl Raling (RGAWR) or Gross Vehicle Waight Rating (GYWR),
Base cooling system includes all conlenl required to attain max trailer raling. No optional cooling equipmenl available.

Z82 Heavy Duty Trailering Equipmenl Package includes weighl dislributing hitch platform and 8-wire trailer wiring harness.
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2001 Maximum Trailer Ratings

M/L-Van Models
Weight Carrying Hitch Limit: 2000 Ib Trailer with 200 Ib Tongue Weight
Weight Distributing Hitch & Sway Control Required over 2000 Ib Trailer Weight

Automatic Transmission Ratings

14

4,3L V6 Gas
Model " | Axie Ratlo Max Traller
M11005 3.23 4900
3.42 5400
3.73 5900
M11006 3.23 4500
3.42 5000
3.73 5500
L11005 342 5100
3.73 5600
L11066 - 3.42 4700
3.73 5200

Notas:

Trailer ratings aue calculated assuming a standard equipped vehicle plus driver, Oplional equipmanl, passengers or cargo will reduce balering capacily.
Trailer longue weighl shauld be 10 (o 15% of lolal loaded {railer weight (up 10 750 Ibs).

Addition of teailer longue weight cannot cause vehicle waights to exceed Rear Gross Axie Weight Rating (RGAWR} or Gross Venhicle Weight Rating (GVWRY).
Base cooling syslem includas all contanl required 1o alfain max Irailer raling. No optional cooling equipment available.

£82 Heavy Duly Trailering Equipment Package includes weight distributing hitch platform and 8-wire lraiter wiring harness.




2001 Maximum Trailer Ratings

G-Van Models
Weight Carrying Hitch Limit: 4000 lb Trailer with 400 Ib Tongue Weight
Weight Distributing Hitch & Sway Contro! Required over 4000 Ib Trailer Weight

Autematic Transmission Ratings

v

431 V6 Gas 5.0L V8 Gas 5.7L V8 Gas 8.1L V8 Gas 6.5L V8 Turbo Dlesel
Model Axle Ratio Max Traller| Axle Ratlo Max Traller{ Axle Ratlo Max Traller| Axle Ratio Max Traller| Axle Ratlo Max Trailer
G11405 3.42 4600 3.42 5600 3.42 6100
G11406 .42 4200 342 5100 3.42 5600
3.73 4700 3.73 6600
G21405LD 342 4500 342 5400 3.42 5300
G21705LD 342 4300 342 5200 3.42 5700
G21405 HD 4.10 5200 373 6600 373 8700
4.10 8100 4.10 8700
G21705 HD 4.10 5000 373 6400 373 8500
4.10 7900 4.10 8500
G214086 373 6000 373 8100
4.10 7500 4.10 8100
G21706 373 5800
4.10 7300
G31405 37 6400 342 7600 3173 8600
4.10 7900 373 9100 4.10 8600
4.10 10000
G31705 373 6300 3.42 7500 373 8400
410 7800 73 9400 4.10 8400
4.10 10000
G31406 373 5900 342 7100 373 8000
4.10 7400 ©3.73 8600 410 8000
4.10 10000
G31706 373 5600 342 6300 3.73 7800
4.10 7100 3.73 8300 4.10 7800
4.10 10000
Notes:

Trailor ratings are calcufaled assuming a standard equipped vehicle plus driver, Optional equipmenl, passengers or cargo will reduce lrailering capacity.
Tratler longue weighl should be 10 to 15% of lolal loaded lrailer weighl {up to 1000 1bs).
Additon of Irailer longue waighl cannol cause vehice weighls o exceed Rear Gross Axle Weight Raling (RGAWR) or Gross Vehicla Weighl Raling (GVWR).

Base cooling system for each powerlrain includes ail content required 1o altain max lrailer raling. No oplional cooling squipmenl avalable.

Z82 Heavy Dully Trailering Equipmenl Package includes weight distributing hilch platiorm and 8-wire Irailer wiring hamess.

Conveision and Culaway models are incomplate vehicles and lraiter ralings are not assigned. Refer to GC'WR chart for combinalion weighl limit.




