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medium 
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heavy duty

maximum 
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tow/haul mode An innovative tow/haul mode 
gives automatic transmission on selected models a dual-mode 
shift program that can hold gears longer to transfer more 
torque when it’s needed. It helps eliminate excessive shifting, 
so you don’t have to hunt between gears while climbing hills.

Questions to help you select the 
correct vehicle
	 1.	 What is your trailer’s weight?

	 2.	 In addition to the trailer, how much weight will you carry?

	 3.	 How much time will be spent towing?

	 4.	 What type of conditions will you frequently encounter?
	         ¶Steep grades ¶Extreme temperatures ¶High altitudes

	 5.	 What special conditions requiring added traction are you
		  likely to  encounter?
         ¶Boat ramps ¶Snow-covered roads ¶Off-roads¶Unfinished roads

	 6.	 Will you tow over short or long distance?

	 7.	 Will  your towing and/or payload needs increase in the future?

	 8.	 What is the height and width of your trailer?

	 9.	 What type of hitch does your trailer require?
         ¶Weight-carrying ¶Fifth wheel ¶Weight-distributing ¶Gooseneck

10.	 Is your trailer equipped with trailer brakes?

11.	 What type of electrical connection does your trailer require?
         ¶4-wire ¶6-wire ¶7-wire ¶8-wire ¶Other

brakes Four-wheel anti-lock brakes (ABS) are standard 
on every vehicle. All disc brakes are ventilated to shed 
unwanted heat, and Dynamic Brake Proportioning 
electronically modulates pressure for optimum effectiveness 
and braking performance.
Optional Integrated Brake Controller is integrated within the 
electrical and anti-lock braking system. It allows your trailer’s 
brakes to operate simultaneously with the vehicle’s brakes. 

weight ratings
gross axle weight rating (gawr) This number, 
expressed in pounds, is the weight each axle is capable of 
supporting. The load on each axle must not exceed its GAWR.

gross combination weight rating (gcwr) The 
maximum possible weight, expressed in pounds, of the vehicle 
and trailer combination. The GCWR includes the weight of the 
driver, passengers, fuel, optional equipment and gear/supplies 
carried in the vehicle.

gross vehicle weight rating (gvwr) This number, 
expressed in pounds, is the maximum amount a tow vehicle 
may weigh. Everything that contributes to the weight of the 
tow vehicle is in this rating, including the weight of the 
vehicle, driver and all passengers, fuel, payload, tongue load 
of trailer, weight of hitch and all optional equipment.

maximum trailer rating The maximum trailer rating 
for any vehicle is determined by subtracting the vehicle weight 
from the GCWR. At the maximum trailer rating for a properly 
equipped vehicle,  you should be able to accelerate and merge 
with traffic, climb typical interstate grades at highway speeds, 
have control on varying road surfaces and stop adequately 
within a reasonable distance. Maximum trailer weight ratings 
are calculated assuming a base vehicle, except for any options 
necessary to achieve the rating, plus driver. The weight of other 
optional equipment, passengers and cargo will reduce the 
maximum trailer weight your vehicle can tow. See your dealer 
for additional details.

Weight-Carrying Hitch
Hitch ball on step bumper

Weight-Carrying Hitch
Hitch ball on draw bar

gooseneck hitch

Weight-distributing Hitch fifth-wheel hitch

Buick Enclave
Chevy Avalanche (4WD)
Chevy Colorado (4WD)

Chevy Cobalt
Chevy Equinox (6-speed)

Chevy Malibu
Chevy Malibu Hybrid

Chevy Trailblazer (4wd) 
Chevy HHR

Chevy Silverado (4WD) 
Chevy Suburban (4WD)

Chevy Traverse
GMC Acadia

GMC Canyon (4WD)
GMC Envoy / Envoy Denali 

(4WD)

GMC Sierra (4WD)
GMC Tahoe (4WD)
GMC Yukon (4wd)

GMC Yukon XL (4WD)
Hummer H2 (4wd)

Hummer H3
Pontiac Torrent (6-speed)

Pontiac G5
Pontiac G6 (w/o 3.9L)

Saturn AURA
Saturn AURA Hybrid

Saturn OUTLOOK
Saturn VUE

Saturn VUE Hybrid

Dinghy towable vehiclesFolding camping trailer 
snowmobiles, jet-ski trailers

single-axle trailers up to 18 ft., open 
utility trailers, small speed boats

dual/single-axle trailers, large 
boats, enclosed utility trailers

two-horse, travel and fifth-wheel 
recreational trailers

large horse/travel/fifth wheel 
recreational and commercial trailers

up to
2,000 lbs

2,001 to
3,500 lbs

3,501 to
5,000 lbs

5,001 to
10,000 lbs

10,001 lbs
and up

Max trailering numbers shown. Numbers are based on the axle/cab combination.

   horsepower and torque ratings

   Chevy Silverado and 
   GMC Sierra 1500
   Silverado and Sierra
   2500HD & 3500HD SRW
   Chevy Silverado and
   GMC Sierra 3500HD DRW
   Chevy Silverado and
   GMC Sierra Two-Mode Hybrid

   GMC Sierra Denali

   Chevy Suburban

   Chevy Tahoe 

   GMC Yukon 

   GMC Yukon XL

   GMC Yukon Denali
   GMC Yukon XL Denali
   GMC Yukon and Chevy
   Tahoe Two-Mode Hybrid

   Chevy Avalanche

   Chevy Colorado and 
   GMC Canyon

   Chevy Trailblazer

   GMC Envoy

   Chevy Traverse LS & LT

   Chevy Traverse LTZ
   GMC Acadia SLE & SLT 

ECOTEC 
Turbo 2.0L 

VVT I4 
(LNF)

eCOTEC 2.2L 
VVT I4 
(LE8)

ECOTEC 2.4L 
VVT I4 
(LE9)

vortec™

2.9L I4
(LLV)

VORTEC
3.4L V6
(LNJ)

VORTEC
3.6L V6

(LY7)

VORTEC
3.6L V6

(LLT)

VORTEC
3.7L I4
(LLR)

VORTEC
4.2L V6
(LL8)

VORTEC
4.3L V6
(LU3)

VORTEC
4.8L V8

(LY2)

VORTEC 
5.3L V8 Gas

(LH6)

VORTEC
5.3L V8 Gas

(LH8)

VORTEC
5.3L V8 Gas

(LY5)

VORTEC
5.3L V8 

FlexFuel
(LC9)

VORTEC
5.3L V8 

FlexFuel 
(LMG)

VORTEC
5.3L V8
(LMF)

VORTEC
6.0L V8 Gas 

(LS2)

VORTEC
6.0L V8 Gas 

(LY6)

VORTEC 
6.0L V8 VVT 

(L76)

VORTEC
6.0L V8 
(LFA)

VORTEC 
6.2L V8
(L9H)

DURAMAX 
6.6L

TURBO DIESEL 
V8 (LMM)

185@5600
190@2800

281@6300 (est)
266@3400 (est)

288@6300
270@3400

242@5600
242@4600

285@6000
276@4600
285@6000
276@4600

195@4600
260@2800

295@5600
305@4600

295@5600
305@4600
295@5600
305@4600

315@5200
338@4400

300@5300
321@4000

300@5200
320@4000

315@5200
338@4400

310@5200
335@4400
320@5200
340@4200
320@5200
340@4200
310@5200
335@4400

310@5200
335@4400

315@5200
338@4400

310@5200
335@4400

310@5200
335@4400

310@5200
335@4400

315@5200
338@4400

310@5200
335@4400
320@5200
340@4200
320@5200
340@4200
310@5200
335@4400

310@5200
335@4400

390@6000
400@4000

360@5600
380@4200
322@4400
380@4200

352@5400
382@4200

352@5400
382@4200

367@5600
375@4300

366@5800
376@4400

366@5800
376@4400

366@5800
376@4400

332@5100
367@4100

332@5100
367@4100

403@5700
417@4300

403@5700
417@4300

395@5600
417@4300

403@5700
417@4300

365@3200
660@1600
365@3200
660@1600

   Chevy Equinox

   Chevy HHR

   Chevy Express and 
   GMC Savana  Cargo Vans
    Chevy Express and 
    GMC Savana Passenger Vans

260@5300
260@2000

155@6100
150@4800

172@5800
167@4500

185@5200
210@3800

264@6500
250@2300

195@4600
260@2800

279@5200
294@4600

301@5200
325@4500
301@5200
325@4500

323@4600
373@4400
323@4600
373@4400

250@3200
460@1600

hp @ rpm
torque lb-ft @ rpm

DURAMAX 
6.6L

TURBO DIESEL 
V8 (LRX)

DURAMAX 
6.6L

TURBO DIESEL 
V8 (LYE)

VORTEC
8.1L V8 GAS 

(L18)

   Chevy  Kodiak 4500 and 
   GMC TopKick 4500
   Chevy  Kodiak 5500 and 
   GMC TopKick  5500

195@4600
260@2800

300@3000**
520@1600**
300@3000**
520@1600**

330@3000
620@1600
330@3000
620@1600

325@4000
450@2800
325@4000
450@2800

 Chevy Silverado 1500 / GMC Sierra 1500

   drive type     Cab

   2WD
Regular
Extended 
Crew
Hybrid Crew

   4WD
Regular
Extended 
Crew
Hybrid Crew

   AWD Denali Crew

axle ratio   ball hitch   5th wheel

Vortec 4.3L V6 (LU3)

3.73
3.73

5300
4900

N/A
N/A

3.73 5100 N/A

Max Trailer Weights

axle ratio   ball hitch   5th wheel

Vortec 4.8L V8 (LY2)

3.73
3.73
3.73

7200
6800
6700

7200
N/A
N/A

4.10
4.10
3.42

8000
7500
5400

8000
N/A
N/A

Max Trailer Weights

axle ratio   ball hitch   5th wheel

Vortec 5.3L V8 (LH6/LY5/LC9/LMG)

3.73
3.73
3.42

8200
7800
9600

8200
7700
N/A

4.10
4.10
3.42

8900
8500
9500

8800
8500
N/A

Max Trailer Weights

axle ratio   ball hitch   5th wheel

Vortec 6.0L V8 (L76/LFA)

3.42
3.42
3.08

107001

106001

6100

10000
N/A
N/A

3.73
3.73
3.08

104001

104001

5900

9700
N/A
N/A

Max Trailer Weights

axle ratio   ball hitch   5th wheel

Vortec 6.2L V8 (L9H)

3.73 106002 N/A

3.73 104002 N/A

3.42 9600 N/A

Max Trailer Weights

1 Requires (NTH) Max Trailering Pack.
2 Requires (MYC) 6-speed automatic transmission and (K5L) heavy-duty cooling package.

 Chevy Express / GMC Savana Cargo Van

   models axle ratio

vortec 4.3L v6 (lu3)

   1500 RWD

max trailer 
weight (lbs)

3.42 4400

axle ratio

vortec 4.8L v8 (ly2)

max trailer 
weight (lbs) axle ratio

vortec 5.3L v8 (lMF)

max trailer 
weight (lbs)

3.42
3.73

6700
6700

axle ratio

vortec 6.0L v8 (ly6)

max trailer 
weight (lbs)

3.42
3.73 5900

axle ratio

duramax 6.6l 
turbo diesel v8 (lmm)

max trailer 
weight (lbs)

   1500 aWD 3.42
3.73

6500
6400

3.42
3.73 6500

   2500 RWD 3.73
4.10

6400
7400

3.73
4.10

8400
10000 3.73 10000

10000

10000

3.738200
10000

3.73
4.10

6200
7200

3.73
4.10   2500 RWD ext

   3500 rWD 3.73
4.10

6400
7400

3.73
4.10

8400
10000 3.73

   3500 RWD ext 3.73
4.10

6100
7100

3.73
4.10

8200
10000 3.73

10000

 Chevy Tahoe / GMC Yukon 

   drive type

   2WD
   

Regular
hybrid
denali

   4WD Regular
hybrid

axle ratio

vortec 4.8L v8 (lY2)

max trailer 
weight (lbs)

3.73 4800

axle ratio

vortec 5.3L v8 
Flexfuel (lmg/ly5)

max trailer 
weight (lbs)

3.42 8400

3.42 8200

axle ratio

vortec 6.2L v8 (l9H)

max trailer 
weight (lbs)

3.42 8500

axle ratio

6.0L v6 Gas hybrid(lfa)

max trailer 
weight (lbs)

3.08 6200

3.08 6000

   aWD denali 3.42 8100

 
 Chevy Suburban / GMC Yukon XL

   models

   2WD Regular
denali

   4WD	 regular

axle ratio

vortec 5.3L v8 (lY5/lmg)

max trailer 
weight (lbs)

3.42 8100

axle ratio

vortec 5.3L v8 flexfuel (lc9)

max trailer 
weight (lbs)

3.42 7900

axle ratio

vortec 6.0L v8 (l76)

max trailer 
weight (lbs)

3.42 8100

3.42 7900

axle ratio

vortec 6.0L v8 (lY6)

max trailer 
weight (lbs)

3.73 96001

3.73 93001

   AWD	d enali
1  Requires 2500 Series

axle ratio

vortec 6.2L v8 (l9H)

max trailer 
weight (lbs)

3.42 7600

3.42 7900

 Chevy Colorado / GMC Canyon

   models

   2WD automatic
   4WD Automatic
   2WD manual
   4WD manual

axle ratio

vortec 2.9l i4 (LLV)

max trailer 
weight (lbs)

3.73 3400
3.73 3000
3.73 2400
3.73 2100

axle ratio

vortec 3.7l i4 (LLr)

max trailer 
weight (lbs)

3.73 5500
3.73 5500

axle ratio

vortec 5.3l v8 (LH8)

max trailer 
weight (lbs)

3.42 6000
4.10 6000

 Chevy HHR

   models

   2WD

axle ratio

ecotec turbo 2.0l 
vvt (lnf)

max trailer 
weight (lbs)

4.05 n/a

axle ratio

ecotec 2.2l vvt (le8)

max trailer 
weight (lbs)

3.63 1000

axle ratio

ecotec 2.4l vvt (le9)

max trailer 
weight (lbs)

3.91 1000

 Chevy Silverado / GMC Sierra 2500HD

   drive type     Cab

   2WD Regular
Extended
Crew

   4WD Regular
Extended 
Crew

axle ratio   ball hitch   5th wheel

vortec 6.0L V8 (Ly6)

4.10
4.10
4.10

13000
12700
12500

13000
12700
12500

4.10
4.10
4.10

12700
12400
12300

12700
12400
12300

Max Trailer Weights

axle ratio   ball hitch   5th wheel

vortec 6.6L V8 Diesel (Lmm)

3.73
3.73
3.73

13000
13000
13000

15800
15500
15300

3.73
3.73
3.73

13000
13000
13000

15500
14500
13900

Max Trailer Weights

 Chevy Silverado / GMC Sierra 3500HD DRW

   drive type     Cab

   2WD Regular
Extended
Crew

   4WD Regular
Extended 
Crew

axle ratio   ball hitch   5th wheel

vortec 6.0l v8 (lY6)

4.10
4.10

12000
11800

12000
11800

4.10
4.10
4.10

12200
11700
11600

12200
11700
11600

Max Trailer Weights

axle ratio   ball hitch   5th wheel

vortec 6.6L V8 Diesel (Lmm)

3.73
3.73

13000
13000

16300
16200

3.73
3.73
3.73

13000
13000
13000

16500
16100
15900

Max Trailer Weights

 Chevy Silverado / GMC Sierra 3500HD SRW 

   drive type     Cab

   2WD Regular
Extended
Crew

   4WD Regular
Extended 
Crew

axle ratio   ball hitch   5th wheel

vortec 6.0l v8 (lY6)

4.10
4.10
4.10

N/A
12400
12200

N/A
12400
12200

4.10
4.10
4.10

12500
12100
11900

12500
12100
11900

Max Trailer Weights

axle ratio   ball hitch   5th wheel

vortec 6.6L V8 Diesel (Lmm)

3.73
3.73

13000
13000

15400
15100

3.73
3.73
3.73

13000
13000
13000

15400
14900
14800

Max Trailer Weights

 Chevy Express / GMC Savana Passenger Van

   models

   1500 rwd
   1500 awd
   2500 rwd
   3500 rwd

axle ratio

vortec 5.3l v8 (lfm/lm7)

max trailer 
weight (lbs)

3.73 / 3.42 6200
3.73 / 3.42 6000

axle ratio

vortec 6.0l v8 (ly6/lq4)

max trailer 
weight (lbs)

3.73 7600
3.73 7600

   3500 rwd ext 3.73 7300

 GMC Envoy

   models axle ratio

vortec 4.2l V6 (ll8)

max trailer 
weight (lbs) axle ratio

vortec 5.3l v8 (lh6)

max trailer 
weight (lbs)

   2wd 3.42
3.73

5300
5800

   4wd 3.42
3.73

5200
5700

   denali 2wd 3.42
3.73

6100
6600

   denali 4wd 3.42
3.73

6000
6500

 Chevy Trailblazer

   models axle ratio

vortec 4.2l V6 (ll8)

max trailer 
weight (lbs) axle ratio

vortec 6.0 v8 (ls2)

max trailer 
weight (lbs)

   2wd 3.42
3.73

5400
5900 4.10 6800

   4wd/awd 3.42
3.73

5200
5700 4.10 6600

 Chevy Equinox

   models axle ratio

vortec 3.4l V6 (lnj)

max trailer 
weight (lbs) axle ratio

vortec 3.6l V6 (ly7)

max trailer 
weight (lbs)

   2wd 2.48 3500 2.77 3500

   awd 2.48 3500 2.77 3500

 Chevy Kodiak C4500 / GMC TopKick C4500

   models axle ratio 
Gas (l18)

axle ratio 
diesel (lrx/lye) GVWR(lbs.)1 GCWR (lbs.)2

   2wd 4.63/5.13
4.56/4.78/5.13

4.3/4.88
4.33/4.56/4.78

16,500
17,500

26,000
26,000/30,0003

   4wd 5.13 5.13 17,500 26,000

 Chevy Kodiak C5500 / GMC TopKick C5500

   models axle ratio 
Gas (l18)

axle ratio 
diesel (lrx/lye) GVWR(lbs.)1 GCWR (lbs.)2

   2wd 4.56/4.78/5.13 4.33/4.56/4.78 19,500 26,000/30,0003

   2wd 4.56/4.78/5.13 4.33/4.56/4.78 22,000 26,000/30,0003

   2wd 4.63/4.88/5.29 4.30/4.63/4.88/5.29 26,000 26,000/30,0003

   4wd 5.13 5.13 19,500 26,000

   4wd 5.13 5.13 21,500 26,000

1 GVWR (Gross Vehicle Weight Rating) represents the maximum total weight of  the vehicle (excluding trailer)  
   measured at the ground including vehicle, equipment, driver, passengers, fuel, body and payload.
2  GCWR (Gross Combination Weight Rating) represents the entire weight of a vehicle at the ground with a trailer 
   including vehicle, trailer, equpment, driver, passengers, fuel and payload (everything that moves with the vehicle).
3 With available Allison® 2350 Series transmission.

  Chevy Traverse / GMC Acadia

   models

   2WD

   AWD

axle ratio

Vortec 3.6l v6 (llt)

max trailer 
weight (lbs)

3.16 5200 
(interim  my09)1

3.16 5200
(interim  my09)1

1 Maximum towing capacity when ordered with available
  (V92) Trailering Package.

See dealer for details.

|  2009 Chevy Silverado

|  2009 GMC Canyon

|  2009 Chevy Suburban

|  2009 Chevy Equinox

 Chevy Avalanche

   models

   2WD

   4WD

axle ratio

vortec 5.3L v8 (lY5)

max trailer 
weight (lbs)

3.42 8000

axle ratio

vortec 5.3L v8 (lMG)

max trailer 
weight (lbs)

3.42 8100

3.42 7800

axle ratio

vortec 5.3L v8 
Flexfuel (lc9)

max trailer 
weight (lbs)

3.42 7900

axle ratio

vortec 6.0L vvt v8 (l76)

max trailer 
weight (lbs)

3.42 8100

3.42 7700

|  2009 GMC Savana

|  2009 GMC TopKick


