TRAILERING SPECS - Automatic Transmission

2020 GMC All-New Sierra/Denali

3500 HD Ratings with Ball Hitch
Maximum trailer ratings are calculated assuming standard equipped vehicle, driver and required trailering equipment. The weight of
optional equipment, passengers and cargo will reduce the maximum trailer weight your vehicle can tow. 10 to 15% of the trailer
weight is the recommended trailer tongue load.
Automatic Transmission Ratings with Ball Hitch
Model (L8T) 6.6L V8 gasoline (L5P) Duramax 6.6L Turbo-Diesel V8
Axle Ratio Maximum Trailer Weight Axle Ratio Maximum Trailer Weight
Ibs. (kg) Ibs. (kg)
TC30743
ooy 3.73 14500 (6577) 3.42 20000 (9072)
TK30743
WISRW 3.73 14500 (6577) 3.42 20000 (9072)
TC30943
WISRW 3.73 14500 (6577) 3.42 20000 (9072)
TC30943
ORW 3.73 16300 (7394) 3.42 20000 (9072)
TK30943
WISRW 3.73 14500 (6577) 3.42 20000 (9072)
TK30943
W/DRW 3.73 16300 (7394) 3.42 20000 (9072)
TC30953
SR 3.73 14500 (6577) 3.42 14500 (6577)
TC30953
WDRW 3.73 16400 (7439) 3.42 20000 (9072)
TK30953
WISRW 3.73 14500 (6577) 3.42 14500 (6577)
TK30953
TR 3.73 16390 (7435) 3.42 20000 (9072)
TC30903
WISRW 3.73 14500 (6577) 3.42 14500 (6577)
TC30903
W/DRW 3.73 16800 (7620) 3.42 20000 (9072)
TK30903
ISR 3.73 14500 (6577) 3.42 14500 (6577)
TK30903
WIDRW 3.73 16800 (7620) 3.42 20000 (9072)
GCWR For Engine/Rear Axle Ratio Combination with Automatic Transmission
Engine (GCWR) Gross Combination Weight Ratings Ibs. (kg)
24000 (10886) 29700 (13472) 40000 (18144) 43500 (19732)
(L8T) 6.6L V8 3.73
gasoline
(L5P) Duramax 3.42" 3.422 3.42°
6.6L Turbo-
Diesel V8
1 - Requires single rear wheel models.
2 - Requires dual rear wheel model.
3 - Requires TC30903 DRW Regular Cab model.
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2020 GMC All-New Sierra/Denali

3500 HD

TRAILERING SPECS - Automatic Transmission
Ratings with 5th Wheel or Gooseneck Hitch

Maximum trailer ratings are calculated assuming standard equipped vehicle, driver and required trailering equipment. The weight of
optional equipment, passengers and cargo will reduce the maximum trailer weight your vehicle can tow. 15 to 25% of the trailer
weight is the recommended 5th Wheel or Gooseneck kingpin load.

Automatic Transmission Ratings with 5th Wheel or Gooseneck Hitch

Model (L8T) 6.6L V8 gasoline (L5P) Duramax 6.6L Turbo-Diesel V8
Axle Ratio Maximum Trailer Weight Axle Ratio Maximum Trailer Weight
Ibs. (kg) Ibs. (kg)
t§ﬁ§§af 3.73 16700 (7575) 3.42 21500 (9752)
Tﬁ,é‘g\;\‘f 3.73 16530 (7498) 3.42 21300 (9662)
fﬁﬁggﬁf 3.73 16700 (7575) 3.42 21330 (9675)
Kﬁﬁﬁgﬁf 3.73 16200 (7348) 3.42 31400 (14243)
T\/*\fé‘g’ﬁ 3.73 16410 (7444) 3.42 21040 (9544)
R&%ﬁgﬁf 3.73 16180 (7339) 3.42 31180 (14143)
fﬁﬁggiﬁ 3.73 16700 (7575) 3.42 21490 (9748)
Tﬁﬁ?ﬁgﬁ 3.73 16400 (7439) 3.42 31500 (14288)
Rﬁ%&gﬁ? 3.73 16500 (7484) 3.42 21210 (9621)
Rﬁ%ﬁg&f 3.73 16270 (7380) 3.42 31340 (14216)
TvS/QéOF?\E\)? 3.73 17200 (7802) 3.42 21500 (9752)
Rﬁ%ﬁgﬁf 3.73 16800 (7620) 3.42 32000 (14515)*
Kﬁggggﬁ 3.73 16950 (7689) 3.42 21500 (9752)
RS%&SR? 3.73 16710 (7580) 3.42 31760 (14406)
GCWR For Engine/Rear Axle Ratio Combination with Automatic Transmission
Engine (GCWR) Gross Combination Weight Ratings Ibs. (kg)

24000 (10886)

29700 (13472)

40000 (18144)

43500 (19732)

(L8T) 6.6L V8
gasoline

3.73

(L5P) Duramax
6.6L Turbo-
Diesel V8

3.421

3.422

3.42°

1 - Requires single rear wheel model..
2 - Requires dual rear wheel model.

3 - Requires TC30903 Dual Rear Wheels Regular Cab model.
4 - When equipped with Gooseneck hitch, increases to 35,500 Ib. max trailer weight rating.
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