2022 GMC New Sierra /Denali

1500

TRAILERING SPECS

Canada

Maximum trailer ratings are calculated assuming standard equipped vehicle, driver and required trailering equipment. The weight of
optional equipment, passengers and cargo will reduce the maximum trailer weight your vehicle can tow. 10 to 15% of the trailer
weight is the recommended trailer tongue load.

Automatic Transmission Ratings with Ball Hitch

Model (L3B) 2.7L Turbo (L84) 5.3L EcoTec3 V8 | (L87)6.2L EcoTec3 V8 (LM2) Duramax 3.0L
Turbo-Diesel 16
Axle Ratio | Maximum [ Axle Ratio | Maximum | Axle Ratio | Maximum | Axle Ratio | Maximum
Trailer Trailer Trailer Trailer
Weight Weight Weight Weight
Ibs. (kg) Ibs. (kg) Ibs. (kg) Ibs. (kg)
TC10543 3.42 9000 (4082) 3.23 9300 (4218) 3.23 9100 (4128)
3.421 11100 3.73" 13100
(5035) (5942)°
TK10543 3.42 8800 (3992) 3.23 9200 (4173) 3.23 8900 3.23 8800 (3992)
(4037)®
3.421 10800 3.421 13000 3.73" 12900
(4899) (5897)* (5851)*
TK10743 3.42 8800 (3992) 3.23 9100 (4128) 3.23 8900 (4037) 3.23 8800 (3992)
3.421 10800 3.421 13000 3.73" 12800
(4899) (5897)* (5806)°
TC10753 3.42 9100 (4128) 3.23 9400 (4264) 3.23 9300 (4218)
3.421 11200 3.73" 13200
(5080) (5988)7
TK10753 3.42 8900 (4037) 3.23 9200 (4173) 3.23 9000 (4082)
3.421 10900 3.73" 13000
(4944) (5897)8
TC10703 3.42 9000 (4082)
TK10703 3.42 8800 (3992)
TC10903 3.42 9400 (4264) 3.23 9800 (4445)
TK10903 3.42 9100 (4128) 3.23 9500 (4309)
GCWR For Engine/Rear Axle Ratio Combination with Automatic Transmission
Engine (GCWR) Gross Combination Weight Ratings Ibs. (kg)
14000 (6350) | 14500 (6577) | 15000 (6804) | 16800 (7620) | 17800 (8074) | 19000 (8618) | 19100 (8664)
(L3B) 2.7L 3.492 3.42
Turbo
(L84) 5.3L 3.23 3.42"
EcoTec3 V8
(L87) 6.2L 3.23 3.42° 3.42%°
EcoTec3 V8
(LM2) Duramax 3.23 3.73° 3.731°
3.0L Turbo-
Diesel 16
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2022 GMC New Sierra /Denali TRAILERING SPECS Canada
1500

GCWR For Engine/Rear Axle Ratio Combination with Automatic Transmission

Engine (GCWR) Gross Combination Weight Ratings Ibs. (kg)
14000 (6350) | 14500 (6577) | 15000 (6804) | 16800 (7620) | 17800 (8074) | 19000 (8618) | 19100 (8664)

1 - Requires (NHT) Max Trailering Package.

2 - Requires a Regular Cab standard bed model.

3 - With AT4 model Max Trailering is 9,000 Ibs. AT4X remains 8900 Ibs.

4 - Requires 4WD model, (NHT) Max Trailering Package and 20" wheels and tires. With 17" or 18" wheels max trailering is 11,700
Ibs.

5 - Requires (NHT) Max Trailering Package and 20" wheels and tires. With 17" or 18" wheels max trailering is 11,900 Ibs.

6 - Requires 4WD model, (NHT) Max Trailering Package and 20" wheels and tires. With 17" or 18" wheels max trailering is 11,600
Ibs.

7 - Requires (NHT) Max Trailering Package and 20" wheels and tires. With 17" or 18" wheels max trailering is 12,000 Ibs.

8 - Requires 4WD model, (NHT) Max Trailering Package and 20" wheels and tires. With 17" or 18" wheels max trailering is 11,800
Ibs.

9 - Requires (NHT) Max Trailering Package and 18" wheels and tires.

10 - Requires (NHT) Max Trailering Package and 20" wheels and tires.

Published December 16, 2022 Page 2



2022 GMC New Sierra /Denali TRAILERING SPECS - Automatic Transmission

1500 Ratings with 5th Wheel or Gooseneck Hitch

Maximum trailer ratings are calculated assuming standard equipped vehicle, driver and required trailering equipment. The weight of
optional equipment, passengers and cargo will reduce the maximum trailer weight your vehicle can tow. 15 to 25% of the trailer
weight is the recommended 5th Wheel or Gooseneck kingpin load.

Automatic Transmission Ratings with 5th Wheel or Gooseneck Hitch

Model (L3B) 2.7L Turbo (L84) 5.3L EcoTec3 V8 (L87) 6.2L EcoTec3 V8 (LM2) Duramax 3.0L
Turbo-Diesel 16

Axle Ratio Maximum | Axle Ratio Maximum | Axle Ratio Maximum | Axle Ratio Maximum

Trailer Trailer Trailer Trailer
Weight Weight Weight Weight
Ibs. (kg) Ibs. (kg) Ibs. (kg) Ibs. (kg)
TC10543 3.42 8700 (3946) 3.23 8000 (3629) 3.23 7300 (3311)
3.42" 8900 (4037) 3.73" 7700 (3493)
TK10543 3.42 8200 (3720) 3.23 8200 (3720) 3.23 6500 3.23 6700
(2948)° (3039)*

3.421 8700 (3946) 3.421 7900 (3583) 3.73" 7700 (3493)

TK10743 3.42 8300 (3765) 3.23 7600 (3447) 3.23 6300 3.23 6100
(2858)* (2767)°

3.421 8200 (3720) 3.421 7600 (3447) 3.73" 7400 (3357)

TC10753 3.42 8700 (3946) 3.23 7900 (3583) 3.23 7500 (3402)
342" | 9500 (4309) 373" | 8600 (3901)

TK10753 3.42 8800 (3992) 3.23 7700 (3493) 3.23 6900 (3130)
3.491 9400 (4264) 3.73" 8400 (3810)

TC10703 3.42 8900 (4037)

TK10703 3.42 8700 (3946)

TC10903 3.42 9300 (4218) 3.23 9700 (4400)

TK10903 3.42 9000 (4082) 3.23 9000 (4082)

GCWR For Engine/Rear Axle Ratio Combination with Automatic Transmission

Engine (GCWR) Gross Combination Weight Ratings Ibs. (kg)
14000 (6350) | 14500 (6577) | 15000 (6804) | 16800 (7620) [ 17800 (8074) | 19000 (8618) | 19100 (8664)

L3B) 2.7L 2 3.42
3.42
urbo

(L84) 5.3L 3.23 3.421
EcoTec3 V8

(L87) 6.2L 3.23 3,428 3.427
EcoTec3 V8

(LM2) Duramax 3.23 3.73° 3.737
3.0L Turbo-
Diesel 16
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2022 GMC New Sierra /Denali TRAILERING SPECS - Automatic Transmission

1500 Ratings with 5th Wheel or Gooseneck Hitch

GCWR For Engine/Rear Axle Ratio Combination with Automatic Transmission

Engine (GCWR) Gross Combination Weight Ratings Ibs. (kg)
14000 (6350) | 14500 (6577) | 15000 (6804) | 16800 (7620) | 17800 (8074) | 19000 (8618) | 19100 (8664)

1 - Requires RPO (NHT) Max Trailering Package.

2 - Requires a Regular Cab standard bed model.

3 - With AT4 model max trailering is 6200 Ibs. AT4X remains 6500 Ibs.
4 - With AT4 model max trailering is 5900 Ibs.

5 - With AT4 model max trailering is 5600 Ibs.

6 - Requires (NHT) Max Trailering Package and 18" wheels and tires.
7 - Requires (NHT) Max Trailering Package and 20" wheels and tires.
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